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140mm timber frame with 18mm WBP plywood
internally, Nom 10mm OSB sheathing, membrane,
38x50mm vertical and horizontal battens carrying
20-50mm vertical Larch cladding - see details

140mm timber frame with 18mm WBP plywood
internally, Nom 10mm OSB sheathing, membrane,
38x50mm vertical and horizontal battens carrying
20-50mm vertical Larch cladding - see details
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Sheffield 800x1100mm

Sheffield 800x1100mm

Metal - Sheet / Flashing

75mm RWP

75mm RWP
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N 566892822
E 375204995
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RWPs to discharge
into soakaway if
required

RWPs to discharge
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Wood - Larch - Fascia

140mm timber frame with 18mm WBP plywood
internally, Nom 10mm OSB sheathing, membrane,
38x50mm vertical and horizontal battens carrying
20-50mm vertical Larch cladding - see details

45x180 window trim with routed drip forming surround. Screw
back to fixing battens to wall

 225x145 Concrete Conservation Kerb
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75mm RWP75mm RWP

44x180 window trim with routed drip forming surround with
chamfered cill. Screw back to fixing battens to wall

 Slate roof on 25x50 treated timber battens on sarking
felt over rafters with mortar pointed verge detail

Lindab Gutter - Glavanised

Metal - Sheet / Flashing

Roofing - Slate Ridge Tile

Small metal flashings over timber at door head

Locally lifted access to store

NOTE:
Door to Bat Loft for infrequent inspection purposes only,
area not for storage - Bats Only
If required maintenence will be via either a mobile scaffold or
platform - Client to provide method statement for the
ongoing maintenence of this area
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140mm timber frame with 18mm WBP plywood
internally, Nom 10mm OSB sheathing, membrane,
38x50mm vertical and horizontal battens carrying
20-50mm vertical Larch cladding - see details

 225x145 Concrete Conservation Kerb

Metal flashing to base of timber

 Slate roof on 25x50 treated timber battens on sarking
felt over rafters

Rafter stubs exposed

Roofing - Slate Ridge Tile

2no areas of omitted pointing
to this elevation to ridge tiles

2no Bat Access
Slates this elevation

Lindab Gutter - Glavanised

75mm RWP

Wood - Larch - Fascia
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140mm timber frame with 18mm WBP plywood
internally, Nom 10mm OSB sheathing, membrane,
38x50mm vertical and horizontal battens carrying
20-50mm vertical Larch cladding - see details

 225x145 Concrete Conservation Kerb

 Slate roof on 25x50 treated timber battens on sarking
felt over rafters with mortar pointed verge detail

Wood - Larch - Fascia

Metal flashing to base of timber cladding

Lindab Gutter - Glavanised

75mm RWP75mm RWP

Level 0

221000

Level 1

223500

7

60.01

1
1
0
0

3
4
0
0

1
5
0

4
5
0
0

Metal flashing to base of timber

Rafter stubs exposed

140mm timber frame with 18mm WBP plywood
internally, Nom 10mm OSB sheathing, membrane,
38x50mm vertical and horizontal battens carrying
20-50mm vertical Larch cladding - see details

4828

 Slate roof on 25x50 treated timber battens on sarking
felt over rafters with mortar pointed verge detail

Roofing - Slate Ridge Tile

2no areas of omitted pointing
to this elevation to ridge tiles

1no Bat Access
Slates this elevation

 225x145 Concrete Conservation Kerb
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Timber blocking 38x150mm between rafters - set
off from main ridge beam with vertical 20mm
battens

1
60.03

Sim

Gap in felt with felt laid over supporting
boards fixed between rafters - access
provided by Bat Access Slate

2
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Wood - Sheathing - OSB External

Wood - Sheathing - plywood
(External grade)

Wood - Stud Layer - Treated
timber

Wood - Sheathing - OSB External

Wood - Battens & Counterbattens

Wood - Larch - Vertical Boards

Wood - Sheathing - OSB External

Structure - Timber Truss
Joist/Rafter Layer

Wood - Sheathing - plywood
(External grade)

60.03
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60.03

5

18mm WBP plywood on 150x50mm timber joists with
18mm WBP Ply ceiling and 18mm OSB flooring -
Joist sizes/spacing TBC by Structural Engineer

140mm timber frame with 18mm WBP plywood
internally, Nom 10mm OSB sheathing, membrane,
38x50mm vertical and horizontal battens carrying
20-50mm vertical Larch cladding - see details

150mm in situ concrete slab on DPM over 50 sand
blinding on compacted MOT type 1 - All to Structural
Engineers details

Sheffield 800x1100mmSheffield 800x1100mm

140mm timber frame with 18mm WBP plywood
internally, Nom 10mm OSB sheathing, membrane,
38x50mm vertical and horizontal battens carrying
20-50mm vertical Larch cladding - see details

100mm Lindab half round gutter

100mm Lindab half round gutter

140mm timber frame with 18mm WBP plywood
internally, Nom 10mm OSB sheathing, membrane,
38x50mm vertical and horizontal battens carrying
20-50mm vertical Larch cladding - see details

Wood - Sheathing - OSB External

38x150 Rafter
38x150 Rafter
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 225x145 Concrete Conservation Kerb
 225x145 Concrete Conservation Kerb

NOTE:
Door to Bat Loft for infrequent inspection purposes only,
area not for storage - Bats Only
If required maintenence will be via either a mobile scaffold or
platform - Client to provide method statement for the
ongoing maintenence of this area

BIKE STORE

BAT LOFT AREA
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