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From:  
Sent: 09 July 2019 13:09
To: Colin Godfrey
Subject: 19NP0058 High Stokoe Farm
 
Good afternoon Colin,
 
Many thanks for your email with regards to external lighting and dark skies. I confirm that the
applicant is happy to use the proposed Eterna 1.8W LED Slim Eyelid Bricklight Fittings, which are
fully shielded. We attach a copy of the product specification for your reference.
 
Thank you for confirming that you have received no objections to the proposals to date.
 
Please feel free to get in touch should you require any further assistance.
 
Best regards
 
 
Julian Thompson | Architectural Designer

Insight Architectural Design Ltd
Company No | 11322965
Reg office | Station House, Station Yard, Bellingham, Northumberland, NE48 2DG
 

Colin Godfrey, Planning Officer

Mob:

IMPORTANT NOTICE - Disclaimer - Officers are expressly required not to make defamatory statements
and not to infringe or authorize any infringement of copyright or any other legal right by email
communications. Any such communication is contrary to ICT policies and outside the scope of the
employment of the individual concerned. Northumberland National Park Authority will not accept any
liability in respect of such communication, and the employee responsible will be personally liable for
any damages or other liability arising.

mailto:Colin.Godfrey@nnpa.org.uk
mailto:Margaret.Telfer@nnpa.org.uk
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LED SLIM SURFACE FITTINGS


Superslim surface mounting mains voltage LED 
amenity fixtures for garden and path illumination, 
which offers a fantastic alternative to traditional 
bricklights without the hassle of recessed 
installation. 
  
• SLICELONG / SLICEEYE = M.O.M: 1 / O.P.Q: 24
• ALL OTHERS = M.O.M: 1 / O.P.Q: 40
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MODELNO.SLICE RANGE


LED LAMP SPECIFICATIONS: SLICELONG SLICEEYE SLICESQ
Lumens total flux 188 lm 62 lm 38 lm
Lumens 120° flux 175 lm 58 lm 36 lm
Rated Wattage 3W 1.8W 1.1W


Rated luminous flux 188 lm 62 lm 38 lm


Nominal life time of the lamp 30,000 hrs 30,000 hrs 30,000 hrs


Colour temperature 4000K 4000K 4000K


Number of switching cycles 
before premature lamp 
failure


15,000 15,000 15,000


Warm-up time up to 60% of 
the full light output Instant full light Instant full light Instant full light


Dimmable No No No


LED array dimensions (L/W) 175 x 35mm 175 x 5mm 80 x 5mm


Nominal beam angle 120° 120° 120°


Rated power 3W 1.8W 1.1W


Rated lamp lifetime 30,000 hrs 30,000 hrs 30,000 hrs


Lumen maintenance factor at 
end of nominal life 70% 70% 70%


Starting time <0.5s <0.5s <0.5s


Colour rendering ≥80 ≥80 ≥80


Colour consistency Within 6 step 
Macadam ellipse


Within 6 step 
Macadam ellipse


Within 6 step 
Macadam ellipse


Rated peak intensity 56.4cd 18.82cd 11.54cd


Rated beam angle 120° 120° 120°


Voltage 240V 240V 240V


Not suitable for accent lighting


TRIMLONG with SLICELONG


SLICELONG


SLICEEYE


TRIMSQ with SLICESQ


Code Version Colour Wattage Colour 
Temp. Lumens Avg. Rated 


Life (Hrs)
IP


Rating
Energy
Rating


SLICELONG Long Fitting Black 3W 4000K 188 lm 30,000 hrs IP65 A+


TRIMLONG White Trim For SLICELONG


SLICEEYE Eyelid Fitting Black 1.8W 4000K 62 lm 30,000 hrs IP65 A+


TRIMEYE White Trim For SLICEEYE


SLICESQ Square Fitting Black 1.1W 4000K 38 lm 30,000 hrs IP65 A+


TRIMSQ White Trim For SLICESQ


SLICESQ


TRIMEYE


SLICELONG


EternaPro


PERFECT FOR LIGHTING 
WALKWAYS & STAIRWAYS


SURFACE MOUNTED - NO NEED TO CREATE A RECESS!
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