Vg

Bat box

2no ridge tile access
points into bat loft

(see detail 1)

Bat loft access points
within stonework
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Ridge Tile

Gap in felt for access
between loft and

ridge tile
Bat Access

Slate

Traditional
Roof felt

Timber noggins between
rafters create roost

- Roof Void

Gap in felt to provide access to
loft offset from mortar gap to

Ridge tile set on top prevent water ingress

allowing bat access

Ridge Tiles

No mortar bed
between tiles

20mm high gap in mortar
allowing bat access

Entrance gap

DETAIL 1 - BAT LOFT ACCESSY THROUGH RIDGE
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Bat Access to Cavity Wall
via ‘Bat Brick’

Roof Void

Bat box
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Ideally, ‘Bat Bricks' should
be placed as high as
possible in the gable end
or close to the eaves or

Ridge Tiles

ECOLOGICAL MITIGATION KEY:

Bat box

Barn owl
box

Approx location for 12no new tree mounted bat
boxes, to be fitted as high as possible within tree
(minimum height 4m).

Note: All boxes to be fitted prior to works
commencing on site

Location for new barn owl box, fitted in accordance
with The Barn Owl Trust recommendations
Note: All boxes to be fitted prior to works

commencing on site

Location of new bat loft to be provided above
Workshop/ Store area.

Bat loft to be a minimum 4m x 4m x 2m high, with
2no ridge access points (as detail 1), and access
points in stonework to gable end wall as indicated
on adjacent plan.

Location of new gaps to be provided in ridge line to
provide roosting space below ridge tiles.
See detail 2.

provide roosting space within wall cavities.
See detail 3.

T Location of gaps to be formed in stone walling to

Location of roof space above kennels to provide
access for birds. Access for swallows to be
provided via a 50mm(high) x 200mm(wide)
opening below eaves level.

4no artificial nests to be provided within void, fixed
to rafters

NOTE: THIS DRAWING IS TO BE READ IN CONJUNCTION
WITH THE LATEST E3 ECOLOGY REPORT

Ridge Tile

_ Roosting opportunity
- under the ridge tile

Bat Access

—____ Traditional membrane
over slates prevents
access to breathable

membrane
slates,,‘,,.,,.,,,,,,,

Roosting opportunity under ridge tile

Ridge Tiles

20mm high gap in mortar
allowing bat access

Rigid tubes maintain access
route through mortar fillet between tiles

traditional roofing felt will be provided

over slates to ensure bats do not
access breathable membrane below

DETAIL 2 - BELOW RIDGE BAT ROOSTING AREA

Gaps in mortar, 20mm wide provide
bat access under ridge tiles

Rev A PS 11-02-20 Updated to suit approved Cottage layout,
proposed bat loft position updated.
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Proposed Development

verge soffit. Evistones Farm
0 Rough plywood wedge shaped box Rochester
inserted into cavity. Min. height 800mm, for
width 400mm, with depth narrowing to )
‘Bat Brick’ e15mem ek g, James Pritchard
20mm | : sgs :
\.< v Cavity 85mm depth, majority Ecological Mitigation Plan
filled with cavity insulation
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