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REVDRAWN NoDRAWN STATUS
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DRAWN TITLE

PROJECT JOB No

SPECIFICATIONDATEREVISION DRAWN

CLIVE MATTISON ARCHITECTURAL SERVICES LTD
TOWN HALL OFFICE
FENKLE ST ALNWICK
NORTHUMBERLAND
NE66 1HR
TEL / FAX   01665 603346
MOBILE     0797 388 4389
clivemattison@fastmail.fm

THE OLD HEN HOUSE / KENNELS

EXISTING REAR ELEVATION EXISTING GABLE ELEVATIONSEXISTING FRONT ELEVATION

EXISTING PLAN
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PROPOSED PLAN
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UTILITY

ALUMINUM SLIDING DOORS

ENTRANCE

ALUMINUM WINDOW AND SLIDING DOOR SET BEHIND STONEWORK ALUMINUM WINDOWS TO EXISTING OPENINGS ALUMINUM WINDOWS AND DOORS TO NEW OPENINGS NEW STONE AND SLATE EXTENSION

1200 WIDE PERIMETER SANDSTONE FLAGS
INCREASED TO PATIO AREAS

ALLOW NEW METAL FENCE LINE TO MATCH ORIGINAL
SET ON EXISTING FENCE LINE

ALUMINUM WINDOWS TO EXISTING OPENINGS ALLOW FOR DRAINAGE DETAIL 

FORM NEW CAVITY WALL

PROVIDE CARCON STYLE GRILL COVER

CONCRETE FILL TO FORM DRAIN RUN OFF

DRILL DRAIN RUN THROUGH STONE
WORK AT 1000mm CENTRES

PROVIDE AND INSTALL CLIENTS DESIRED
TRUSS WORK ALLOW FOR OAK FINISH
2No ON LINE OF STEEL COLUMNS

ENSURE DOOR DESIGN IS SUCH THAT
FRAMES LAND IN LINE WITH COLUMNS
SO AS TO BE HIDDEN FROM VIEW

ALLOW PROVISIONAL SUM FOR
PROVISION AND INSTALLATION OF
LOG BURNER SAY £4,000.00

ALLOW PROVISIONAL SUM FOR FORMING
WINDOW SEAT

ALLOW FOR CARCON DRAINAGE
CHANNEL LINKED TO DRAINAGE RUN

ALLOW FOR PROVISION AND
INSTALLATION OF WATER TREATMENT
PLANT AND ALL ASSOCIATED WORKS
LOCATION TBC

ALL MATERIALS STONE AND SLATE AS
EXISTING
WHERE POSSIBLE EXISTING TO BE
REUSED

ALLOW FOR NEW INSULATED STUD
WALLING TO LINE EXISTING EXTERNAL
WALL LINE INCLUDE DETAILING AT
HEAD OF WALL TO ROOF LINE JUNCTION

NOTE THE ROOF LINE IS TO BE FINISHED
VAULTED

ALL WALLS FLOOR AND CEILING LINES
TO BE PROVIDED WITH INSULATION
KINGSPAN OR OTHER APPROVED TO
CURRENT REGULATIONS

ALLOW FOR NEW INSULATED FLOOR
SLAB INCLUSIVE OF DRAINAGE RUNS TO
SUIT INDICATED LAYOUTS
SHOULD WE ALLOW FOR SAY 10 LINEAR
METRES OF UNDER PINING?

REUSE EXISTING DOOR STONE
SURROUND TO FORM NEW DOOR
OPENING IN NEW WALL
PROVIDE NEW SOLID TIMBER DOOR TO
SUIT OPENING TOGETHER WITH ALL
IRONMONGERY

EXISTING ROOF PLAN 1 : 200 Scale

PROPOSED ROOF PLAN 1 : 200 Scale

EXISTING FENCE LINE TIMBER

FIELD

MATERIALS SANDSTONE AND SLATE
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